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Resumen. En este trabajo, se presenta la implementación del método de campo de fase sobre un mo-

delo mesoscópico bidimensional aplicado al estudio del comportamiento mecánico de hormigones que

incorporan materiales reciclados. En particular, se ha analizado el reemplazo de distintos porcentajes de

áridos gruesos por caucho. Para el modelado se han discretizado cuatro fases: el agregado, el caucho,

la matriz de mortero y sus correspondientes zonas de transición interfacial. Para simular el proceso de

fisuración se ha empleado el modelo de campo de fase en la matriz de mortero y las zonas de transición.

Con el objetivo de validar el modelo propuesto se simularon ensayos de compresión uniaxial sobre pro-

betas cilíndricas de hormigón reforzadas con distintos porcentajes de caucho. Los resultados obtenidos

han sido comparados con datos experimentales extraídos de la literatura.
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Abstract. In this work, the implementation of the phase field fracture method on a two-dimensional

mesoscopic model applied to the study of the mechanical behavior of concrete incorporating recycled

materials is presented. In particular, the replacement of different percentages of coarse aggregates by

rubber has been analyzed. Four phases have been discretized for the modeling: the aggregate, rubber,

mortar matrix, and corresponding interfacial transition zones. The Phase Field methodology has been

used in the mortar matrix and the transition zones to simulate the cracking process. In order to validate

the proposed model, uniaxial compression tests were simulated considering different percentages of rub-

ber in the concrete. The obtained results have been compared with experimental data extracted from the

literature.

Mecánica Computacional Vol XL, págs. 803-803 (resumen)
F.A. Avid, L.C. Bessone, P. Gamazo, J.J. Penco, M.A. Pucheta, M.A. Storti (Eds.)

Concordia, 6-9 Noviembre 2023

Copyright © 2023 Asociación Argentina de Mecánica Computacional http://www.amcaonline.org.ar


