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ResumenS EsteFestudioFseFenfocaFenFlaFmodelaciónFyFvalidaciónFnuméricaFdeFefectosFestructuralesFdeF
explosionesFsobreFtanquesFdeFalmacenamientoFdeFpetróleoSFElFestudioFexperimentalFmásFimportanteFseF
desarrollóFenFFranciaF3CBDCñgFyFabarcaFtantoFlaFdistribuciónFespacialFyFtemporalFdeFlaFacciónFexplosivaF
sobreF laFparedFdelF tanqueFcomoFlaF respuestaFestructuralFdeFmodelosFaFescalaF reducidagFconFpresionesF
picoFenFfaseFpositivaFvariandoFdeF7kPaFaFwBBkPaSFEnFesosFestudiosFseFreportóFelFdañoFqueFseFproduceF
sobreFlaFcáscaragFsiFloFhubieragFyFelFmodoFoFlosFmodosFmayormenteFafectadosSFParaFelFpresenteFtrabajoF
deF validaciónF deF modelosF computacionalesF deF tanquesF bajoF efectosF deF unaF explosiónF seF haF tomadoF
comoFbaseF losF casosF estudiadosF enFFranciagF adoptándoseF lasF historiasF deFpresionesF reportadasFyFconF
ellasF seF investigaF laF respuestaF estructuralgF conF elF finF deF reproducirF presionesF deF pandeoF dinámicoF yF
modosFasociadosSFParaFelloFseFutilizaFunFcódigoFdeFelementosFfinitosFdeFpropósitosFgeneralesgFusandoF
unF esquemaF implícitoF eF incluyendoF noF linealidadF geométricaF yF deF materialSF SeF siguenF losF criteriosF
propiosFdeFlaFdinámicaFnolinealFyFcriteriosFdeFcuasizbifurcaciónFenFlosFqueFseFexploranFconfiguracionesF
queF coincidenF conF losF modosF estáticosF deF inestabilidadSF SeF esperaF queF losF resultadosF deF modelosF
alternativosFsirvanFdeFbaseFfirmeFparaFfuturosFestudiosFenFesteFcampoSF
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AbstractSF ThisF studyF focusesF onF theF modelingF andF numericalF validationF ofF structuralF effectsF ofF
explosionsF onF oilF storageF tanksSF TheF mostF importantF experimentalF studyF wasF developedF inF FranceF
3CBDCñgFandFcoversFbothFtheFspatialFandFtemporalFdistributionFofFtheFexplosiveFactionFonFtheFwallFofFtheF
tankF asF wellF asF theF structuralF responseF ofF reducedF scaleF modelsgF withF positiveF phaseF peakF pressuresF
varyingF fromF 7kPaF toF wBBkPaSF InF thoseF studiesF theF damageF thatF occursF onF theF shellgF ifF anygF andF theF
modeF orF modesF mostF affectedF wereF reportedSF ForF theF presentF workF ofF validationF ofF computationalF
modelsFofF tanksFunderF theFeffectsFofFanFexplosiongF theFcasesF studiedF inFFranceFhaveFbeenF takenFasFaF
basisgFadoptingFtheFhistoriesFofFpressuresFreportedFandFwithFthemFtheFstructuralFresponseFisFinvestigatedgF
inForderFtoFreproduceFdynamicFbucklingFpressuresFandFitsFassociatedFmodesSFForFthisgFaFfiniteFelementF
codeFofFgeneralFpurposesFisFusedFwithFanFimplicitFschemeFandFincludingFgeometricFandFmaterialFnonz
linearitySF TheF criteriaF ofF nonzlinearF dynamicsF andF quasizbifurcationF criteriaF areF followedF inF whichF
configurationsF thatF coincideFwithF theF staticFmodesFofF instabilityF areF exploredSF ItF isF expectedF thatF theF
resultsFofFalternativeFmodelsFwillFserveFasFaFfirmFbasisFforFfutureFstudiesFinFthisFfieldSF
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