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Resumen. En el presente trabajo se describe la aplicación de modelos de reología granular para el me-

joramiento del diseño de una mezcladora de fertilizante. Basado en la observación experimental, se ha

optado por utilizar un modelo de fluidos visco-plásticos desarrollado por Jop et al. (Nature, 441(7094),

727). Para la calibración del mismo se realizaron experimentos sobre una máquina de mezclado de eje

horizontal a escala de laboratorio. Luego, los parámetros han sido utilizados para la simulación de una

máquina de mezclado real de diseño nacional permitiendo realizar propuestas de mejoramiento del sis-

tema de carga. Los resultados demuestran la validez del modelo en el caso de estudio y la interacción

exitosa del medio científico con una empresa del ámbito productivo local.
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Abstract. In this work, the application of granular rheology models to improve the design of a ferti-

lizer mixer is described. Based on experimental observation, a visco-plastic fluids model developed by

Jop et al. (Nature, 441(7094), 727) has been chosen. Experiments on a lab-scale horizontal mixer have

been performed to calibrate the model. Then, the parameters have been used to simulate the real national-

designed mixer machine, allowing the introduction of new proposals for improving the load system. The

results show the validity of the model for the studied case and a successful interaction between the scien-

tific field and a local production industry.
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