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Resumen. En los últimos años han ocurrido eventos de incendios de gran envergadura como el de 

Buncefield (2005) y en Bayamón (2009) y más recientes en Rio de Janeiro (2013) y La Plata (2013). 

El estudio de estos casos posibilita generar diseños más estables, siendo de interés comprender el 

comportamiento estructural de tanques de almacenamiento de hidrocarburo frente a incendios en 

diferentes condiciones. Habitualmente los tanques tienen escaleras perimetrales helicoidales de acceso 

a la parte superior para la operación de accesorios. Desde el punto de vista estructural se desea saber el 

aporte resistente frente a las acciones externas. En este trabajo se analiza la incidencia de las escaleras 

perimetrales helicoidales en distintos tanques, tal como se conocen habitualmente, para evaluar el 

efector rigidizador que genera sobre la estructura. Adicionalmente se analiza el efecto combinado de 

anillos rigidizadores, tales como los utilizados para viento y escaleras perimetrales frente a la acción 

del fuego. En el estudio se emplea la metodología de elementos finitos utilizando el programa para 

propósitos específicos ABAQUS. Se realizan análisis de bifurcación lineal (LBA). 
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Abstract. Large scale fires have been reported in Buncefield (2005) and Bayamon (2009) and recent 

events took place in Rio de Janeiro (2013) and La Plata (2013). Investigation of such cases are crucial 

to improve design practices and reach safer configurations. Therefore, it is important to understand the 

structural behavior oil storage tanks under fire in various conditions. It is common that tanks have a 

helical stairways to access the roof of the tank during maintenance tasks. From the structural 

perspective it is important to learn about the stiffening effect that ladders have on the structure. This 

work investigates the influence of helicoidal ladders in several tank configurations to assess their 

stiffening effect. The combined effect of rings, such as those used as wind girders and ladders is 

studied. The work is based on a finite element model of the shell using the general purpose code 

ABAQUS, using linear bifurcation analysis (LBA).  
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